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SECTION A=A

DETAILS OF GUTTER CASTING (IRON)

Weight = 132 Lbs. per 2’—6" section.
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floor, both ways
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DETAILS OF CURB CASTING (IRON)

4-#4 Bars (Typ)
Each Face

AT OPENING & PIPE [OCATION

Weight = 129 Lbs. per 2°'-6" section.

Note: Cut or Bend Horizontal and Vertical
Reinf to Clear Pipe At Least 1 1/2°.
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SECTION X=X

TYPE "A” CURB

INLE T

Note: A transition section of g J/ Z ; ﬁ(_;\(;a/}S/'on <
5-0" is required for shaping omt. (M.
gutter sections on each side
of the inlet. Depth of gutter
Note: #4 Anchor bars (reinforcing bars) to varies from 6" @ normal
be cast in gutter casting. section to 8 3/8" @ inlet T <+
area \ \ \ \ \
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SECTION

NOTES

All bolts and nuts shall be galvanized.

All castings shall be gray iron and shall
comply with ASIM A-48, Class 25 S.
Weights given are total weights for Curb
Castings only. All weights of castings are
calculated weights with no allowance for
fillets, overruns, anchor bars and bolts.

No subsitutions of design will be permitted
on castings.

Note: All structures within roadway shall be backfilled with
non—excavatable flowable fill mix, 95%.

Note: Use 4,000 P.S.I. concrete throughout and bevel all
exposed edges with a 3/4" triangular moulding. No de—
ductions in concrete quantities shall be made for pipe
openings. Reinforcing steel shall be bent around pipe.
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